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Arborist's report prepared by McClenahan Consulting, LLC
dated August 20, 2020

see complete report for photos and additional information

Tree Descriptions

1 Blue gum compactus (Eucalyptus globulus ‘Compactus’)
Diameter: Est 46” Multi trunk

Height: 55’ Spread: 36’

Condition: Fair

Location: East fence

Observation:

Interior deadwood. Insect damage. Weak branch attachments.

2 Blue gum compactus

Diameter: Est 42” Multi trunk

Height: 50’ Spread: 40’

Condition: Fair

Location: East fence

Observation:

Interior deadwood. Insect damage. Weak branch attachments.
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3 Blue gum compactus

Diameter: 24.2,18.6 Multi trunk

Height: 35’ Spread: 28’

Condition: Poor

Location: East fence

Observation:

Heavy accumulation of deadwood and some dieback. Poor structure.
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CROSSINGS ON WATSONVILLE ROAD

Existing tree to be removed (typical)

4 Blue gum compactus . .
: » : © Michael Arnone Landscape Architect - 2020
Diameter:  Est 85” at base Multi trunk P
Height: 65’ Spread: 40’ 0 30 60 90 feet THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
Condition- Fair h — — b FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
. | % CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
Location: East fence P — S— ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT

Observation: SCALE: 1" = 30' );9 RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE

Interior deadwood. Insect damage. Weak branch attachments. a REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE

ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA

5 Black walnut (Juglans hindsii) SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
Diameter:  9.9,9.3” Multi trunk TO THE LANDSCAPE ARCHITECT.
Height: 25 _Spreafji 30 27 Coast live oak _ OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
Condition: ~ Fair 21 Coast redwood Diameter:  15.9” Low branching WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
Location: South side of lot Diameter: 14.1” Height: 20" Spread: 25° PROPERTY LINES. OWNER SHALL ACQUIRE ALL
Observation:
Scaffold limbs exhibit weak attachments. Condition: Poor to Fair Location:  Frontage PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
Location: Frontage Observation: ARCHITECTURE ASSUMES NO LIABILITY FOR THE
i ion: East lean. Low scaffold limb covered with old vine. ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
16 Coast live oak . Observation: LINES OR PROPERTY CORNERS.
11 Coast redwood Diameter: 16.3” Low branching Crowded by other trees. Drought stressed. ]
6 Black V\{alnut ) . Diameter:  12.3” Height: 22’ Spread: 20’ ) 33 Coast live oak )
Dla}meter., 217at ba,lse Multi trunk Height: 20’ Spread: 10’ Condition:  Fair 22 Coast redwood 21_3 Coast live oak” qumeter:’ 15.1 , REVISIONS
Height: 22" Spread: 25 Condition: Poor Location:  Frontage Diameter:  13.2 Diameter: 8.3 Height: 20" Spread: 20
Condition: Poor to Fair Location: Frontage Observation: Height: 20’ Spread: 12 Height: 15" Spread: 8’ Condition:  Fair
Location:  South side of lot Observation: Cluster of three trees creating one canopy. Condition: Poor to Fair Condition:  Fair Location: ~ Frontage
Observation: N . _ Significant drought stress. Location: Frontage Location: Frontage Observation: MICHAEL A.
Scaffold limbs exhibit weak attachments. Below average vigor. Adjacent walnut has four stems 17 Coast live oak Observation: Observation: East lean. Vines on low limbs. ARNONE
less than 11-inches. 12 Coast redwood Diameter:  17.3” Drought stressed. Leans away from larger oak. _
_ . Diameter: 9.3 Height: 35" Spread: 30’ _ 34 Coast live oak .
7 Coast redwood (Sequoia sempervirens) Height: 20’ Spread: 10’ Condition:  Fair 23 Coast redwood 29 Coast live oak Diameter: 11.9, 16.6” Multi trunk No. 3347
Diameter: ~ 8.3° Condition: Poor Location:  Frontage Diameter: 9.3 Diameter: ~ 9.6” Height: 25" Spread: 30’ (Exp 7131/22)
Height: 25’ Spread: 12’ Location: Frontage Observation: Height: 20’ Spread: 9’ Height: 20" Spread: 16’ Condition:  Fair
Condition: Poor to Fair Observation: Bifurcation at 10'. Condition: Very Poor Condition:  Fair Location: Frontage
Location: South side of lot Significant drought stress. Location: Frontage Location: Frontage Observation:
Observation: Observation: Observation: Narrow scaffold limb attachments. Under power lines
Significant drought stress. Mostly dead Leans away from larger oak.
13 Coast redwood 18 Coast redwood _ 35 Coast live oak
8 Coast redwood Diameter: 96" Diameter: 7.3 24 Coast redwood 30 Coast live oak Diameter: 25.4”
Diameter: 11.8” Height: 18’ 10 - 19 O’ ; . » Diameter: 7.6" Height: 20" Spread: 40’
: , , ght: 18’ Spread: 10 Height: 12’ Spread: 9 Diameter: 7.6 : , , ght- prea
gelg:t: 28 PSpread: 12 Condition: Poor Condition: Dead Height: 12’ Spread: 9’ Height: 20’ Spread: 12 Condition: Fair EXISTI N G
ondition: Poor Location:  Frontage Location:  Frontage Condition: Very Poor Condition:  Fair Location:  Frontage
Location:_ South side of lot Observation: Observation: 9 Location: Frontage Location: Frontage Observation: TRE E S U RVEY
Observation: Significant drought stress. Top half dead. Observation: Observation: Topped for line clearance.
Significant drought stress. Mostly dead Leans away from larger oak.
36 Coast redwood
9 Coast redwood 14 Coast live oak (Quercus agrifolia) 19 Coast redwood 25 Coast live oak 31 Coast live oak | Diameter: 8, 7, 6" Multi trunk
Diameter: 11 , Diameter: ~ 11.9” Low branching Diameter:  13.1" Diameter: 7.4 Diameter: ~ 19.9" Height: 18" Spread: 16
Helghltf 30’ Spread: 12 Height: 15’ Spread: 14’ Height: 18’ Spread: 9’ Height: 12’ Spread: 15’ Helghj[:_24 Spreaq: 25 Condi_tion: Fair JOB NO 202023
Condition: Poor _ Condition:  Fair Condition: Very Poor Condition:  Fair Condition:  Fair Location: ~ Frontage N o
Location:  South side of lot Location: Frontage Location: Frontage Location: Frontage Location:  Frontage Observation: SCALE 1"=30"-0
Observation: Observation: Observation: Observation: Observation: Under power lines.
Significant drought stress. Cluster of three trees creating one canopy. Dead Leans away from adjacent oak East lean. Lower third of crown covered with vine. DRAWN MA SHEET
10 Coast redwood 15 Coast live oak 20 Black walnut 26 Coast live oak 32 Coast live oak 37 Coast live oak CHECK JC/MA
3'?";;‘“3';, s 9.9d 1o Diameter:  13.9, 16.4” Low branching Diameter:  18.6 Diameter:  12.8” 3'?’?}?‘:@ S 9-7d . a'a";]et‘ig S 6-8d 8
eignt: preaa: Height: 25" Spread: 30’ Height: 20" Spread: 20’ Height: 20’ Spread: 20’ eight. pread: eight: 18’ Spread: 18’ DATE 10.2.2020 T-1 . O
Condition: Poor Condition:  Fair Condition: Poor to Fair Condition:  Fair Condition:  Fair Condition:  Fair
Location: Frontage Location: Frontage Location: Frontage Location: Frontage Location: Frontage Location: Frontage at fence
Observation: Observation: Observation: Observation: Observation: Observation:

Significant drought stress. Cluster of three trees creating one canopy. Dieback observed. 16-inch decaying stump sprout is 3-feet to the south Narrow scaffold limb attachments. Under power lines Leans to east. Under power lines. East lean. Minor twig blight.




Bike access via E.V.A to future bike path
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HARDSCAPE MATERIALS LEGEND
© Michael Arnone Landscape Architect - 2020
KEY DESCRIPTION MATERIAL COLOR/FINISH REMARKS THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED

FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
- ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT

no pattern Access streets Asphalt black A/C see Civil Plans RETAINS ALL RIGHTS AND TITLE. NG PART MAY BE
REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE

I i i 1 i ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
Special paving at entry/intersection Concrete pavers Greystone/Stonetop paver pattern by Bella Vista ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
TO THE LANDSCAPE ARCHITECT.

Cross walks Concrete natural gray/broom finish see Civil details OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
. : : "o NECESSARY PERMITS REQUIRED TO PERFORM WORK
= Cross walk striping asphalt paint white 12" wide SHOWN ON PLANS. BASE INFORMATION HAS BEEN
PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
ARCHITECTURE ASSUMES NO LIABILITY FOR THE

Reinforced approach at trash enclosures  concrete natural gray/broom finish see Civil details ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
LINES OR PROPERTY CORNERS.

Speed bumps Asphalt paint white 4' wide x 6" high REVISIONS
Dog Park Granite path fines Cal Gold over 3" base rock
MICHAEL A.
. ARNONE
Tot Lot surface Forever Lawn green with safety fall zone
EVA surface GrassPave2 black fill cells with granite path fines )
Wall and fence Split face block Greystone/Ridgestone style by Bella Vista
Tubular steel fence black by FenceWorks or equal product

HARDSCAPE PLAN
AMENITIES SCHEDULE

2020-09-29 11:29

SYMBOL DESCRIPTION QTY manufacturer color/finish size model #
== Thomas Steele LVB-5-W 7 Thomas Steele Lexington Green 66" x 33" x 24" LVB-5-W
LVB-5-W Livingston Bench Series. 66" Length, 33" Height and 24" Depth. JOB NO. 202023

Square steel tube frame construction with Ipe Wood slats and armrests.

SCALE 1"=30'-0"

_ Madrax U190 1 Madrax Lexington Green 22" x34"x23/8"  U238-SF-P DRAWN MA SHEET
2 bike, surface or in ground mount. CHECK J4c/mA

DATE 1022020 L-=1.0

® Reliance Foundry Powder Coated Removable Bollard 3 Reliance Foundry black powder coat 4 1/2" x 35 1/2" R-8464-RA
R-8464-RA with removable, lockable mounting. Stainless Steel with black
powder coat finish.
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2 X 6" REDWOOD CAP

GALVANIZED HOG WIRE FENCING

1" STAPLES oy R BACKING, SYSTEM WITH
ONE INCH LONG, 1/4" i W o MICROMECHANICAL SEAMING
CROWN GALVANIZED Sty 18 TECHNOLOGY.
STAPLES PLACED =Cul)

WITHIN AN INCH OF
CONCRETE, SPACED
3" APART.

TREATED LUMBER NAILER BOARD
TYPICALLY 2X4 MOUNTED 1/2" TO
3/4" BELOW CONCRETE SURFACE,
AND SECURED WITH CONCRETE

NOTES:
1.
2.
3.

4,

FOREVERLAWN
8007 BEESON ST.
LOUISVILLE, OH 44641
TOLL FREE: 1-866-992-7876
PHONE: (866) 992-7876
FAX: (866) 212-1925

www.foreverlawn.com

ForeVerLawﬁ

FOREVERLAWN
SYNTHETIC TURF

INFILL - HIDDEN, NON ABRASIVE

CONCRETE INFILL. CRUMB RUBBER
RECOMMENDED. ENVIROFILL
| NN 1 b COATEC SAND OR NON-INFILL
Lt WAL } g OPTION AVAILABLE
T ‘5?&@%?“ ~—~=-— BACKING - UNIQUE
1% ol ST w2 57 PROPRIETARY,
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MULTI-LAYERED, PREMIUM

SAFETYCEL™ - 4" SAFETYCEL™
(DUPONT™ GROUNDGRID™
FILLED WITH 3/4" CHUNK
RUBBER)

CONCRETE
ANCHOR

3" OF 3/4" AND SMALLER

FASTENERS EVERY 2 ANGULAR STONE

CROSSINGS LS 4
PERSPECTIVE

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

DO NOT SCALE DRAWING.

THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS
FOR PLANNING PURPOSES ONLY. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.

ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY
THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER

PLAYGROUND GRASS™

PLAYGROUND TURF: PLAYGROUND GRASS™ SYSTEM - 13' FALL ZONE WITH SAFETYCEL™ FEATURING
DUPONT™ GROUNDGRID™

REVISION DATE 02/10/2020
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Compressive Strength: Average 8000psi (55MPa). Conforms to ASTM C936 requirements.

A: Jumbo B: C:

Rectangle Square
Thickness: 2.375"

3 X4 PROFILES
1/2 X 3" FLAT BAR

3 X 3" SQUARE
STEEL TUBE

1/2 X 3" FLAT BAR

0O ARMREST OPTION
WITH 1/4 X 2" FLAT
BAR STRAP UNDER

O CENTER ARMREST
OPTION

WDB-4 47"
WDB-6 70"
WDB-8 94"

22 3/4"

32 3/8"

PRODUCT: WDB-L-RP (4, 6, 8)
DESCRIPTION: WALDEN BENCH, RECYCLED PLASTIC

DATE: 10-30-19
ENG: SMC

CONFIDENTIAL DRAWING AND INFORMATION IS NOT TO BE COPIED OR DISCLOSED
TO OTHERS WITHOUT THE CONSENT OF GRABER MANUFACTURING, INC.
SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

©2019 GRABER MANUFACTURING, INC. ALL PROPRIETARY RIGHTS RESERVED.

THOMAS STEELE DIVISION

GRABER MANUFACTURING, INC.
1080 UNIEK DRIVE

WAUNAKEE, WI 53597

P(800) 448-7931, P(608) 849-1080, F(608) 849-1081
WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM

GRADE@CNCHOR ROD
CONCRETE
0 IN GROUND OPTION (IG)
WITH 3 ANCHOR RODS

215/8"

TCETFT
ARMREST

opTIoN 17 7/#"

SITE FURNISHING IS POWDER COATED WITH TGIC POLYESTER.
STEEL SURFACE PREP INCLUDES MECHANICAL AND CHEMICAL
ETCHING FOLLOWED WITH A COATING TO IMPROVE ADHESION
AND CORROSION RESISTANCE.

1<

I~~—5/8" sqQ, PI
(18 GA.)

1-1/2" s0.

AVAILABLE THROUGH
FENCEWORKS INC,
1-800-350-5620

DETAIL NAME:

FW-TUBULAR STEEL FENCE ON BLOCK

TOP & BOTT

W/ 4 x 4" GRID %
’< 7'-0" o.c. —‘ =f .
7 ' ' i (AP AN
2 ’ i G = A=y
/ N, X i Al
42" o ~
: g = N
D
’ .
* TTTTTTTT 11 I_II | IIILI IIL [ IIIII IIII IIIIIII
2 x 4" REDWOOD STRINGERS 2 x 2" REDWOOD FRAMING o - . == | 5 N
TOP AND BOTTOM ALL SIDES E"" = y ¥
4 x 4" REDWOOD POST =
IN CONCRETE !
50'
DOG PARK EENCE SEAT WALL PLANTER AT TOT LOT ENTRY PLANTER
scale 1/2"=1'-0" scalez"=1"-0" o
scalez"=1-0
Stonetop Specifications:
OUTSIDE DIMENSION 2" X 2" FENCE POST
SLIGHTLY LESS THAN (OR BLOCK PORTION OF
INSIDE DIMENSION OF TOP WALL /PILASTER
OR BOTTOM RAIL. . ——,
SEE DETAIL 2" SQ. TUBULAR STEEL POST
/w;’ CAP @ 8'-0" 0.C. (16 GA.)
CAULK JOINT W/
- \ CLEAR SILICON
FENCE RAIL
SLIPS OVER
ASSEMBLY
Greystone

CKETS @ 4-)" 0.C.

BRACKET ATTACHMENT DETAIL

TUBULAR STEEL RAILS
OM (16 GA.)

NOTE:
ALL MATERIAL TO BE
PRECALVANIZED.

PAINT W/ONE COAT EPOXY FRIMER &
ONE COAT POLYURETHANE FINISH,
COLOR TIGER DRY LAC #9004 BLACK

ALL PICKET CONTINUOUS WELDS AND
COLD GALVANIZED APPLIED TO WELDS.

CONNECT PANELS TO POST WITH SLIDER
BRAKETS (NO WELDING)

RIVERSIDE
QCEANSIDE
ANAHEIM
PALMOALE
MENIFEE
BAKERSFIELD
SANTA PALILA
EL CENTRO

T B00-427-0882

DETAIL NO.

0/1-006

Michael Arnone + Associates
LANDSCAPE ARCHITECTURE

mike@arnonelandscape.com  831.462.4988

CROSSINGS ON WATSONVILLE ROAD
15440 WATSONVILLE ROAD
MORGAN HILL, CALIFORNIA

© Michael Arnone Landscape Architect - 2020

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT
RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE
REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
TO THE LANDSCAPE ARCHITECT.

OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN
PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
ARCHITECTURE ASSUMES NO LIABILITY FOR THE
ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
LINES OR PROPERTY CORNERS.

REVISIONS

MICHAEL A.
ARNONE

No. 3347
(Exp 7/31/22)

HARDSCAPE
DETAILS &

ELEVATIONS

JOB NO. 202023

SCALE as noted

DRAWN MA SHEET
CHECK Jc/MA

DATE 1022020 L-1.1




50 CM (19.7")

SPECIFICATIONS

16.7 CM (6.6”) 25 CM (9.8")

UNIT SIZE — 50 CM X 50 CM X 2.5 CM (20" X 20" X 1")
AVAILABLE IN 9 STANDARD ROLL SIZES

UNIT WEIGHT — 510 GRAMS (18 0Z.) OR 2.0 KG (4.5 POUNDS)

STRENGTH — 402 KG/CM (5720 PSI)
COLOR — BLACK (STANDARD)
RESIN — HDPE (WITH SOME POST—CONSUMER RECYCLED CONTENT)

GRASSPAVEZ SQUARES

ADJACENT GRASSPAVE2 SQUARES

SEE ENLARGEMENT BELOW

lf—le.s cM (3.3")

2.3 CM (0.9") _——
6 CM (2.47) /

HYDROGROW MIX BELOW RING SUPPLIED FREE BY MANUFACTURER

MUTTRTA™ i —— RINGS FILLED WITH CONCRETE SAND (CLEAN, SHARP SAND)
“'AAL" _ Own
Z—
A A A A % 2% COMPACTED SANDY GRAVEL
A A A A N /R 9§ ROAD BASE — 6 INCHES TO 12 INCHES
v gy — g — Iy —— g —— % g eS (DEPTH OF BASE COURSE TO BE DETERMINED
2D AA LD e 2D AA LD 2 o BY ON-—SITE ENGINEER)
11T TTT1 TTT] TTT1 TTT] TTT] y 2“‘
[ ]
f = ] COMPACTED SUBGRADE, 95% MODIFIED PROCTOR DENSITY
|| = i = 24 = #f = =4 /
SECTION
TOP OF GRASS ROOT MASS 6 MM (1/4”) ABOVE TOP OF RING
NMM@W GRASSPAVE2 ATTACH WITH SNAP—FIT FASTENERS
]
n = 'ﬂ, ROOT MASS TO FILL GRASSPAVE2
v - v- a4 7
> VA " VA > VA N VA > \/N\A
A A A A TS COMPACTED SANDY GRAVEL BASE COURSE

NOTE: GRASS/PLANT TYPES SHALL BE SPECIFIED BY A LANDSCAPE ARCHITECT OR
LANDSCAPE DESIGNER.

NOT TO SCALE
Invisible
Structures, Inc.

GPDET.DWG

TYPICAL GRASSPAVEZ DETAIL

1597 COLE BLVD., SUITE 310
GOLDEN, COLORADO 80401
800-233-1510 OR 303—-233-8383
FAX: 303—-233-8282
www.invisiblestructures.com

rev. 08/02

/4" RADIVS TYP. —,

|I_OII

—— CONCRETE MOWCURB
CONCRETE COLOR:
NATURAL

FINISH GRADE

—L_ #3 BAR CONTINUOUS

12 CONCRETE BORDER

4" CLASS 2 AGGREGCATE
BASE W/ 95%
COMPACTION

40% COMPACTED
SUBERADE

not to scale

Number of keys included: 2

Bollard, Model R-8464-RA

355/8

41/2 —
1/8 Wall —=f=—
Set top edge of receiver approx.
61/2 1/4" above grade, build a berm Concrete

around the edge to reduce the

possibility of ground water getting Drain Rock
1/l4 into the receiver / Grade
\ Rt — = ‘ = CRAR K% = =17/ { % 1f local frost line
>\/\\\ KO\" | e v R &0% =T A /\§</ exceeds 6 3/4"
T o1 /LK e &% QR > % / S i — L4 / » deep, provide
| . / g/ ‘0‘9?‘~ '.: > = ;y[ 7 - E W adequate drainage
C . 1 1 _A. S [ e // 7/ by piping through
e = LR > / - 117 \/\ SS concrete, connect

L
\ %

0
Rt

L @ ‘%‘%‘}: et T
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12" Min.
Notes: SECTION A-A

Embedment details are for reference illustration only. Minimum foundation sizes depend on local soil conditions, weather conditions, and engineering requirements.

Bollard is provided as shown, with parts listed below. Concrete foundation and/or installation not provided by Reliance Foundry.

This drawing is not drawn to scale. Dimensions provided herein is for reference only. Please consult Reliance Foundry sales professionals if any dimension is critical to your

particular installation.
Reliance Foundry reserves the right to amend design and specifications without prior notice for product improvement.

General Description:

The R-8464-RA Powder Coated Removable Bollard features
internal locking hardware for quick and easy access to
restricted areas. Elevated key-access avoids collection of
dirt and debris in dusty, particle-filled environments. Its
clean and versatile design is highly visible and available
with alternative mountings (see retractable and fixed
models) for consistent aesthetics that suit any modern
building or landscape. High-quality 316 grade stainless
steel is powder coated for exceptional resistance to
corrosion and weathering. Choose from 6 standard coating
options and 1 of 4 colored reflector stripes. R-8464-RA
bollards ship standard with mounting covers to prevent
tripping hazards and collection of debris.

For more information on bollard post installation, please visit:
www.reliance-foundry.com/bollard/installation-bollards

Specifications:

Height: 35 5/8"

Base Diameter: 4 1/2"

Weight: 25 Ibs

Material: Stainless Steel 316
Finish: Polyester Powder Coated

See Reliance Foundry's standard color options at
www.reliance-foundry.com/bollard/colors-bollards

Reflective Tape Options:

Yellow
White
Red

Blue

None (Default)

RELIANCE FOUNDRY

1-877-789-3245

www.reliance-foundry.com

———————————— SINCE 1925 ————

Unit 207, 6450 - 148 Street, Surrey, BC V3S 7G7, Canada
info@reliance-foundry.com

TITLE

PARTS LIST
ITEM QrY PART NUMBER DESCRIPTION MATERIAL WEIGHT Bollard R-8464-RA
1 1 R8464RA R8464RA Removable Bollard Assembly Stainless Steel 316 25 Ibs
2 1 R8464R R8464R Removable Bollard Receiver Steel Hot Dip Galvanized 7 3/4 lbs
3 1 R8464RC R8464RC Removable Bollard Receiver Cover Steel Hot Dip Galvanized 53/8 Ibs SIZE DWG NO REV
4 1 Reflective Tape (Optional) Optional Reflective Tape, Max. 1-1/8" Width Plastic C R8464RA C2
COPYRIGHT RESERVED THIS PLAN DRAWING AND DESIGN ARE, AND AT ALL TIMES REMAIN, THE EXCLUSIVE PROPERTY OF RELIANCE FOUNDRY CO. LTD. NOT TO SCALE | |SHEET 10F1

MADRAX

MADRAX DIVISION

GRABER MANUFACTURING, INC.

1080 UNIEK DRIVE

WAUNAKEE, WI| 53597

P(800) 448-7931, P(608) 849-1080, F(608) 849-1081
WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM

P2 3/8" STEEL TUBING\

- 217/8" ———»
A A
@7
QJ
34"
44"
Y
GRADE
o o '
19 1/2"+1/2"
CHECK DESIRED MOUNT
3" X 6" X 3/8" THICK
ANCHOR ROD 2 EA. 7/16" SQ. HOLE TYP. SPIKE
14" MIN. CONCRETE
CONCRETE

I IN GROUND MOUNT (IG)

PRODUCT: U238-IG(SF)
DESCRIPTION: 'U' BIKE RACK

2 BIKE, SURFACE OR IN GROUND MOUNT
DATE: 10-4-18
ENG: SMC

CONFIDENTIAL DRAWING AND INFORMATION IS NOT TO BE COPIED OR DISCLOSED
TO OTHERS WITHOUT THE CONSENT OF GRABER MANUFACTURING, INC.
SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

©2018 GRABER MANUFACTURING, INC. ALL PROPRIETARY RIGHTS RESERVED.

O SURFACE FLANGE MOUNT (SF)

NOTES:
1. INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S SPECIFICATIONS.

2. CONSULTANT TO SELECT COLOR (FINISH), SEE MANUFACTURER'S SPECIFICATIONS.

3. SEE SITE PLAN FOR LOCATION OR CONSULT OWNER.

Michael Arnone + Associates
LANDSCAPE ARCHITECTURE

mike@arnonelandscape.com  831.462.4988

CROSSINGS ON WATSONVILLE ROAD
15440 WATSONVILLE ROAD
MORGAN HILL, CALIFORNIA

© Michael Arnone Landscape Architect - 2020

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT
RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE
REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
TO THE LANDSCAPE ARCHITECT.

OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN
PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
ARCHITECTURE ASSUMES NO LIABILITY FOR THE
ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
LINES OR PROPERTY CORNERS.
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MICHAEL A.
ARNONE
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Michael Arnone + Associates
LANDSCAPE ARCHITECTURE

Acer rubrum "Jamestown’ Arbutus x "Marina’ Cercis canadensis Ginkgo biloba "Autumn Gold™ TM
Jamestown Red Maple Arbutus Standard Eastern Redbud Autumn Gold Maidenhair Tree

15440 WATSONVILLE ROAD
MORGAN HILL, CALIFORNIA

TREES BOTANICAL / COMMON NAME CONT
’ Acer rubrum “Jamestown’ / Jamestown Red Maple 24" box
‘ Arbutus x "Marina® / Arbutus Standard 24" box
@ Cercis canadensis / Eastern Redbud 24" box
' Ginkgo biloba "Autumn Gold™ TM / Autumn Gold Maidenhair Tree 24" box

CROSSINGS ON WATSONVILLE ROAD
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Pistacia chinensis 'Red Push' Quercus agrifolia Quercus ilex
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Michael Arnone + Associates
LANDSCAPE ARCHITECTURE

PLANTING NOTES

mike@arnonelandscape.com  831.462.4988

1. All existing trees, shrubs and ground covers to remain shall be protected. Any damage
caused by Contractor's work shall be repaired or replaced at the Contractor's expense and be
approved by the Landscape Architect.

Root ball 2. Pre-planting should consist of adding the following fertilizer materials per 1000 sq ft of bed

Shrub.

Q/ DOUBLE STAKE WITH WIRE:

4" layer of mulch.
No more than 1" of
mulch on top of

4" high x 8" wide round - topped soil
berm above root ball surface shall be

area:
Low salinity compost 6 cubic yards

constructed around the root ball.
. B S #12 S ALVANIZED WIRE THROUGH . ;gi?itct:taig_n(ss;? Berm shall begin at root ball periphery. G 7 0 Ib
g =T THE EYE OF "CINCH-TIE" P mulch) ypsum 75. S
| RUBBER SUPPORT. Priorto miching, gty tamp so Feather meal (12-0-0) 15.0 Ibs
4 [ 2" DIAWETER LODGEPOLE PINE Finished grade. — O shrub. Do not over compact. When the Bone Meal (3-15-0) 30.0 Ibs
L [ ~ PERPENDICULAR TO PREVAILING </ planting hole has been backfilled, pour .
3" }\ WIND. Modified soil. \\ / _ water around the rootball 0 st the Potassium sulfate (0-0-50) 5.0 Ibs
S | Depth varies. (S . . - " .
e% | REMOVE NURSERY STAKE BY THE Speii‘f’icaﬁidngio;si‘)ﬁ SR G The above amendments should be thoroughly incorporated into the upper 6-8" of the soil
< H moairication). ’rf’ -
< T | - 1X3 CROSSTIE, AVOID RUBBING —= ,’ Existing soil. prOfIIe'
5 | ot INJURY TO TRUNK. | 3. After amending soil, grade all areas smooth with no localized depressions exceeding .5
- N = N O ising o SESTRREEE / inch. All areas shall surface drain with 1.5 percent minimum slope away from all buildings,
2 roor ||| Frrll L= recompacted soil paving or other structures.
z T s DR ING AS PER 4. Quantities are for aiding in bidding only. Contractor shall verify all quantities.
2:% ~~—+— AVOID DAMAGE TO THE ROOT z\l—oéisrﬁbs shall be of quality prescribed in the root observations detail and specifications. 5' ContraCtor Sha" Iay OUt plant materlal as per plan and receive approval from Landscape
' 16" / SALL WITH THE SUPFORT STAKES. 2- See specifications for further requirements related to this detail. ArChlteCt prlor to InSta"atlon'
= 6. No plants shall be planted with root balls or new pits in a dry condition.
URBAN TREE FOUNDATION © 2014
STAKING DETAIL @ SHRUB - MODIFIED SOIL OPENSOTRCR FREETOSE 7. Plant all plants as per planting details in square pits with sides and bottoms thoroughly
SET ROOTBALL CROWN 1 1/2” HIGHER W PXCPLPX-SHRB-03 scarified. Do not amend backfill mix beyond initial topsoil amending unless noted.

THAN THE SURROUNDING FINISHED
GRADE. SLOPE BACKFILL AWAY FROM
ROOTBALL FOR POSITIVE DRAINAGE.

< PLANTING AT Face of wall or building. 9. All planting areas shall receive 3 inches of chipped wood bark top dressing (mulch).

8. All newly planted material shall be watered by deep soaking within 3 hours of planting.

CROSSINGS ON WATSONVILLE ROAD
15440 WATSONVILLE ROAD
MORGAN HILL, CALIFORNIA

PLANTING AT, j?
N\ / = = = ] - L] L] L]
TURF AREAS. \ SHRUB AREAS. | 10. Contractor shall be responsible for irrigating all new plant material until the entire project
KEEP TURF CLEAR FOR A 18”7 ” " Lean nursery stake against the wall. Stake to be
RADIUS CIRCLE AROUND THE ﬁggﬁ %XEEHOE T§E€ removed at the end of the maintenance (warranty) as been approved and accepted by Owner
TREE. MULCH WITH A 3" THICK ) period after the vine has attached to the wall. ] ) - .
LAYER OF SHREDDED BARK. | MULCH WATER WELL Vine. 11. Thirty days after planting Contractor shall re-stake and straighten all trees as necessary
RECESS TURF AREA ——— AN / '/ o HIGH WATER Root ball to be approved by Landscape Architect.
FINISHED GRADE AREAS. 4" x 8" wide round - topped soil berm above root 12. Trees planted within 4' of paving shall have a root barrier installed as per manufacturer's
AT LAWN - FINISHED GRADE ball surface shall be constructed around the root . .
\l\Il\.l\}\lHl\M ‘ y‘!"{' % 2 ‘ AT SHRUBS. ball. Berm shall begin at root ball periphery. spec|f|cat|ons_
3 X X x‘im cpy== =il == —| | ‘:m—\ == Prior to mulching, lightly tamp soil around the root
QL0 1— ::IJ ‘ ‘ ‘ = — ‘ ‘ ‘ H el —. ball in 6" lifts to brace shrub. Do not over compact.
ML =] =] I=IE=IELE - -
.. ] ‘ ‘:gm HE :‘ ‘ ‘:‘ ‘ ‘:\ 11— When the planting hole has been backfilled, pour
4 Q § % o —+— rooTBALL llEF=H = water around the root ball to settle the sail.
o " H - EJH!L 4" layer of mulch. No more than 1" of mulch on
'5 <<k — ‘ H WE the top of the root ball. (See specifications for
S| invio b /m M=l \— PLANT TABLETS AS muilch).
SR =SS NOTED OR SPEICIFIED. Finished grade.
BACKFILL MIX, SEE _/ L _2X ROOTBALL 2\ Pavement © Michael Arnone Landscape Architect - 2020
NOTES AND SPECIFICATIONS. » NATIVE SOIL MIX
o2n Al T2, CELON FIRMLY COMPACTED. Modified soil. Depth varies. (See specifications for THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
60" AT 30" BOX soil modification). CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
72" AT 36" BOX ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT
RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE

PLANT PIT DETAIL REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE

EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
- . SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
Existing soil. TO THE LANDSCAPE ARCHITECT.

Root ball rests on existing or recompacted soil.

Notes: OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
1- Vines shall be of quality as prescribed in the root observations detail and specifications. WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN

2- See specifications for further requirements related to this detail.

TREE PLANTING DOUBLE STAKE VINE - MODIFIED SOIL AN TR FOUNDATION © 2014 PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
LA - ARCHITECTURE ASSUMES NO LIABILITY FOR THE
1 3 OPEN SOURCE FREE TO USE ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
1" =1-Q" FX-PL-FX-TREE-10 1/2" = 10" FX-PL-FX-SHRB-06 LINES OR PROPERTY CORNERS.

2 - 3" thick layer of mulch. REVISIONS

Finished grade.

Modified soil. Depth varies. (See

o . N NO. 3 REBAR
specifications for soil modification). CONTINUOUS. No. 3347
(Exp 7/31/22)
S SHRUB SIDE LAWN SIDE ——
Existing soil. LOQE=D RADIUS AT . SAND LEVEL 2” BELOW TOP
) 8 OF CONCRETE CURB.
” FINISHED GRADE 1”
1/2" TOOLED EDGE. 6" BELOW TOP OF CURB. )
FINISHED GRADE. / Y B e L ER OF CLEAN,

SECTION VIEW | ! y . / R - ’\_:‘/J:m:m_ q b ] N\
h y AT : o PLANTING
Grountcl'ji(;?l\éirl::;nst;;cé:; er) | v ) ( ) < ;T_J e DET AI L S & N OTES
D =1 1=I12 = | — | |— | |—= = .

[ === A
?‘ ‘ ‘E‘ ‘ [ e .7.‘ ‘;.._‘...‘,7_.

? LaNE / ‘T‘ JOB NO. 202023
P.C. CONCRETE, 5 SACK MIX — =
AT 2500 PSI. CONCRETE CURB AT SCALE as noted

SAND PLAY AREA.

Pavement. \

-~

PLAN #3 REBAR CONTINUOUS DRAWN MA
Notes: g LAP 24” AT JOINTS. SHEET
1- See planting legend for groundcover species, size, and spacing dimension. .
2- Small roots (¥" or less) that grow around, up, or down the root ball periphery are considered a © COMPACTED SUBGRADE. C H EC K JC/MA
normal condition in container production and are acceptable however they should be eliminated at the
time of planting. Roots on the periperhy can be removed at the time of planting. (See root ball shaving container detail). DATE 1 022020 - |

3- Settle soil around root ball of each groundcover prior to mulching.

@ GROUNDCOVER " SPEN SOURGE FREE T UsE @ 6" CONCRETE MOW STRIP @ CONCRETE CURB AT SAND PLAY

3/4" = 1'-0" FX-PL-FX-GROU-01 3"=1-0" FX-PL-FX-EDG-05 11/2"=1-0" FX-SI-CUR-08



AutoCAD SHX Text
ROOTBALL

AutoCAD SHX Text
32" AT 15 GALLON

AutoCAD SHX Text
48" AT 24" BOX

AutoCAD SHX Text
60" AT 30" BOX

AutoCAD SHX Text
72" AT 36" BOX

AutoCAD SHX Text
2X ROOTBALL

AutoCAD SHX Text
26" AT 30" BOX

AutoCAD SHX Text
KEEP TURF CLEAR FOR A 18"

AutoCAD SHX Text
RADIUS CIRCLE AROUND THE

AutoCAD SHX Text
TREE. MULCH WITH A 3" THICK

AutoCAD SHX Text
LAYER OF SHREDDED BARK.

AutoCAD SHX Text
RECESS TURF AREA

AutoCAD SHX Text
1" TO ALLOW FOR MULCH.

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
BACKFILL MIX, SEE

AutoCAD SHX Text
NOTES AND SPECIFICATIONS.

AutoCAD SHX Text
ROOTBALL + 3"

AutoCAD SHX Text
AT LAWN.

AutoCAD SHX Text
20" AT 15 GAL

AutoCAD SHX Text
22" AT 24" BOX

AutoCAD SHX Text
30" AT 36" BOX

AutoCAD SHX Text
5FT AT 15 GAL. TREE

AutoCAD SHX Text
6FT AT BOX TREE

AutoCAD SHX Text
36" MINIMUM

AutoCAD SHX Text
4"

AutoCAD SHX Text
3"

AutoCAD SHX Text
16"

AutoCAD SHX Text
ROOT

AutoCAD SHX Text
BALL

AutoCAD SHX Text
GRADE.  SLOPE BACKFILL AWAY FROM

AutoCAD SHX Text
PLANT TABLETS AS 

AutoCAD SHX Text
NOTED OR SPEICIFIED.

AutoCAD SHX Text
NATIVE SOIL MIX

AutoCAD SHX Text
FIRMLY COMPACTED.

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
AT SHRUBS.

AutoCAD SHX Text
6" HIGH WATER

AutoCAD SHX Text
WELL AT SHRUB

AutoCAD SHX Text
AREAS.

AutoCAD SHX Text
MULCH WATER WELL

AutoCAD SHX Text
AREA TO 3" DEPTH.

AutoCAD SHX Text
KEEP MULCH 6" - 8"

AutoCAD SHX Text
FROM BASE OF TREE.

AutoCAD SHX Text
ROOTBALL FOR POSITIVE DRAINAGE.

AutoCAD SHX Text
SET ROOTBALL CROWN 1 1/2" HIGHER

AutoCAD SHX Text
THAN THE SURROUNDING FINISHED

AutoCAD SHX Text
DOUBLE STAKE WITH WIRE:

AutoCAD SHX Text
#12 GALVANIZED WIRE THROUGH

AutoCAD SHX Text
THE EYE OF "CINCH-TIE"

AutoCAD SHX Text
2" DIAMETER LODGEPOLE PINE

AutoCAD SHX Text
TREATED TREE STAKES.  SET

AutoCAD SHX Text
PERPENDICULAR TO PREVAILING

AutoCAD SHX Text
1X3 CROSSTIE, AVOID RUBBING

AutoCAD SHX Text
REMOVE NURSERY STAKE BY THE

AutoCAD SHX Text
BACKFILL PLANTING AS PER

AutoCAD SHX Text
AVOID DAMAGE TO THE ROOT

AutoCAD SHX Text
BALL WITH THE SUPPORT STAKES.

AutoCAD SHX Text
INJURY TO TRUNK.

AutoCAD SHX Text
PLANTING DETAIL.

AutoCAD SHX Text
END OF MAINTENANCE.

AutoCAD SHX Text
RUBBER SUPPORT.

AutoCAD SHX Text
WIND.

AutoCAD SHX Text
COMPACTED SUBGRADE.

AutoCAD SHX Text
1/2" TOOLED EDGE.

AutoCAD SHX Text
5.5"

AutoCAD SHX Text
2"

AutoCAD SHX Text
SHRUB SIDE

AutoCAD SHX Text
6"

AutoCAD SHX Text
AT 2500 PSI.

AutoCAD SHX Text
P.C. CONCRETE, 5 SACK MIX

AutoCAD SHX Text
LAP 24" AT JOINTS.

AutoCAD SHX Text
#3 REBAR CONTINUOUS.

AutoCAD SHX Text
LAWN SIDE

AutoCAD SHX Text
FINISHED GRADE.

AutoCAD SHX Text
1"

AutoCAD SHX Text
SAND LEVEL 2" BELOW TOP

AutoCAD SHX Text
2"

AutoCAD SHX Text
COARSE SAND.

AutoCAD SHX Text
12" DEEP LAYER OF CLEAN,

AutoCAD SHX Text
8"

AutoCAD SHX Text
OF CONCRETE CURB.

AutoCAD SHX Text
CONTINUOUS.

AutoCAD SHX Text
NO. 3 REBAR

AutoCAD SHX Text
EDGES.

AutoCAD SHX Text
TOOLED RADIUS AT

AutoCAD SHX Text
1"

AutoCAD SHX Text
1'-2"

AutoCAD SHX Text
BELOW TOP OF CURB.

AutoCAD SHX Text
FINISHED GRADE 1"

AutoCAD SHX Text
SAND PLAY AREA.

AutoCAD SHX Text
CONCRETE CURB AT


area of drip valve (typical)

=

INI-HOLVYIN

iarea of drip irrigation for bio

‘ retention basin (typical) I

{

g e M D e I I e e I I I e e g e e ) - -y
0 16 32 48 feet
/VO@, ‘ SCALE: 1" = 16
Z9

g

ANIT-HO1VIN

=

IRRIGATION SCHEDULE

SYMBOL

® OO

Ee®

02020;

ADJ. 360

SYMBOL

SYMBOL

@

H I%I

@

@

MANUFACTURER/MODEL/DESCRIPTION

Hunter MP1000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with check valve, pressure
regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40
body. M=Maroon adj arc 90 to 210, L=Light Blue 210 to 270 arc,
O=Olive 360 arc.

Hunter MP2000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with factory installed check
valve, pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle
on PRS40 body. K=Black adj arc 90-210, G=Green adj arc
210-270, R=Red 360 arc.

Hunter MP3000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with factory installed check
valve, pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle
on PRS40 body. B=Blue adj arc 90-210, Y=Yellow adj arc
210-270, A=Gray 360 arc.

Hunter MP800SR PROS-06-PRS40-CV

Turf Rotator, 6.0" pop-up with check valve, pressure regulated to
40 psi (2.76 bar), MP Rotator nozzle on PRS40 body.
ADJ=Orange and Gray ( arc 90-210), 360=Lime Green and Gray
(arc 360)

Hunter RZWS-18-CV

18" long RZWS with installed .25gpm or .50gpm bubbler options,
Check Valve, 1/2" swing joint for connection to 1/2" pipe

MANUFACTURER/MODEL/DESCRIPTION

Hunter ICZ-101-25

Drip Control Zone Kit. 1" ICV Globe Valve with 1" HY100 filter
system. Pressure Regulation: 25psi. Flow Range: 2 GPM to 20
GPM. 150 mesh stainless steel screen.

Pipe Transition Point above grade
Pipe transition point from PVC lateral to drip tubing with riser to
above grade installation.

Area to Receive Drip Emitters

Rain Bird XB-PC (2)

Single Outlet, Pressure Compensating Drip Emitters. Flow rates
of 0.5gph=blue, 1.0gph=black, and 2.0gph=red. Comes with a
self-piercing barb inlet x barb outlet.

Emitter Notes:

0.5 GPH emitters (2 assigned to each 1 gal plant)

1.0 GPH emitters (2 assigned to each 5 gal plant)

2.0 GPH emitters (4 assigned to each 15 gal plant)

MANUFACTURER/MODEL/DESCRIPTION

Nibco T-585-70
Line size full port bronze ball valve in valve box

Hunter PGV-101-MM

1" Plastic Electric Remote Control Valve, for Residential/Light
Commercial Use. Male x Male (NPT Thread) Inlet/Outlet. Globe
Configuration, With Flow Control.

Rain Bird 33-DLRC

3/4" Brass Quick-Coupling Valve, with Corrosion-Resistant
Stainless Steel Spring, Locking Thermoplastic Rubber Cover,
Double Track Key Lug, and 2-Piece Body.

Hunter IBV-BSP-DC 1-1/2"

1", 1-1/2", 2", and 3" Brass Electric Master Valve, Globe
Configuration, with BSP Threaded Inlet/Outlet, for
Commercial/Municipal Use. With DC Latching Solenoid Factory
Installed Option.

Febco 825Y 1-1/2"
Reduced Pressure Backflow Preventer

Hunter ACC-4200-SS
42 Station Outdoor Modular Controller. With five ACM-600
module. High-End Commercial Use. Stainless Steel Cabinet.

Hunter SOIL-CLIK

The Soil-Clik probe uses proven technology to measure
moisture within the root zone. When the probe senses that the
soil has reached its desired moisture level, it will shut down
irrigation, preventing water waste.

Hunter WR-CLIK

Rain Sensor, install within 1000 ft of controller, in line of sight.
22-28 VAC/VDC 100 mA power from timer transformer. Mount
as noted.

Strong Box SBBC-40CR

High profile, tube and wire construction smooth touch surface,
cold rolled steel backflow enclosure. 40"L, 39"H, 25.5"W
(101.6cm L, 99.06cm H, 64.77cm W).

Irrigation Lateral Line: %" and 1" (as needed) PVC Class 315

— — — e |rrigation Mainline: 2" PVC Schedule 40

e e e Pipe Sleeve: 3" (or as needed) PVC Schedule 80

Valve Callout

Valve Number

Valve Flow

(4

Valve Size

QTY

14

10

148

QTY

28

49,854 s f.

QTY

11

15

7,140 Lf.
1,380 Lf.

520 Lf.

2020-08-20 10:39
PSI
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CROSSINGS ON WATSONVILLE ROAD
15440 WATSONVILLE ROAD
MORGAN HILL, CALIFORNIA

© Michael Arnone Landscape Architect - 2020

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT
RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE
REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
TO THE LANDSCAPE ARCHITECT.

OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN
PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
ARCHITECTURE ASSUMES NO LIABILITY FOR THE
ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
LINES OR PROPERTY CORNERS.
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No. 3347
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MANUFACTURER/MODEL/DESCRIPTION

Hunter MP1000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with check valve, pressure
regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40
body. M=Maroon adj arc 90 to 210, L=Light Blue 210 to 270 arc,
O=Olive 360 arc.

Hunter MP2000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with factory installed check
valve, pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle
on PRS40 body. K=Black adj arc 90-210, G=Green adj arc
210-270, R=Red 360 arc.

Hunter MP3000 PROS-06-PRS40-CV

Turf Rotator, 6" (15.24 cm) pop-up with factory installed check
valve, pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle
on PRS40 body. B=Blue adj arc 90-210, Y=Yellow adj arc
210-270, A=Gray 360 arc.

Hunter MP800SR PROS-06-PRS40-CV

Turf Rotator, 6.0" pop-up with check valve, pressure regulated to
40 psi (2.76 bar), MP Rotator nozzle on PRS40 body.
ADJ=0Orange and Gray ( arc 90-210), 360=Lime Green and Gray
(arc 360)

Hunter RZWS-18-CV

18" long RZWS with installed .25gpm or .50gpm bubbler options,
Check Valve, 1/2" swing joint for connection to 1/2" pipe

MANUFACTURER/MODEL/DESCRIPTION

Hunter ICZ-101-25

Drip Control Zone Kit. 1" ICV Globe Valve with 1" HY100 filter
system. Pressure Regulation: 25psi. Flow Range: 2 GPM to 20
GPM. 150 mesh stainless steel screen.

Pipe Transition Point above grade
Pipe transition point from PVC lateral to drip tubing with riser to
above grade installation.

Area to Receive Drip Emitters

Rain Bird XB-PC (2)

Single Outlet, Pressure Compensating Drip Emitters. Flow rates
of 0.5gph=blue, 1.0gph=black, and 2.0gph=red. Comes with a
self-piercing barb inlet x barb outlet.

Emitter Notes:

0.5 GPH emitters (2 assigned to each 1 gal plant)

1.0 GPH emitters (2 assigned to each 5 gal plant)

2.0 GPH emitters (4 assigned to each 15 gal plant)

MANUFACTURER/MODEL/DESCRIPTION

Nibco T-585-70
Line size full port bronze ball valve in valve box

Hunter PGV-101-MM

1" Plastic Electric Remote Control Valve, for Residential/Light
Commercial Use. Male x Male (NPT Thread) Inlet/Outlet. Globe
Configuration, With Flow Control.

Rain Bird 33-DLRC

3/4" Brass Quick-Coupling Valve, with Corrosion-Resistant
Stainless Steel Spring, Locking Thermoplastic Rubber Cover,
Double Track Key Lug, and 2-Piece Body.

Hunter IBV-BSP-DC 1-1/2"

1", 1-1/2", 2", and 3" Brass Electric Master Valve, Globe
Configuration, with BSP Threaded Inlet/Outlet, for
Commercial/Municipal Use. With DC Latching Solenoid Factory
Installed Option.

Febco 825Y 1-1/2"
Reduced Pressure Backflow Preventer

Hunter ACC-4200-SS
42 Station Outdoor Modular Controller. With five ACM-600
module. High-End Commercial Use. Stainless Steel Cabinet.

Hunter SOIL-CLIK

The Soil-Clik probe uses proven technology to measure
moisture within the root zone. When the probe senses that the
soil has reached its desired moisture level, it will shut down
irrigation, preventing water waste.

Hunter WR-CLIK

Rain Sensor, install within 1000 ft of controller, in line of sight.
22-28 VAC/VDC 100 mA power from timer transformer. Mount
as noted.

Strong Box SBBC-40CR

High profile, tube and wire construction smooth touch surface,
cold rolled steel backflow enclosure. 40"L, 39"H, 25.5"W
(101.6cm L, 99.06cm H, 64.77cm W).

Irrigation Lateral Line: %" and 1" (as needed) PVC Class 315

Irrigation Mainline: 2" PVC Schedule 40

m——emememe=== Pipe Sleeve: 3" (or as needed) PVC Schedule 80

Valve Callout

Valve Number

2

Valve Flow

Valve Size
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FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
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ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
TO THE LANDSCAPE ARCHITECT.

OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE
WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN
PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
ARCHITECTURE ASSUMES NO LIABILITY FOR THE
ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
LINES OR PROPERTY CORNERS.

REVISIONS

MICHAEL A.
ARNONE

No. 3347
(Exp 7/31/22)

IRRIGATION
PLAN EAST

JOB NO. 202023
SCALE 1/16=1"-0"
DRAWN MA
CHECK JC/MA
DATE  10.2.2020

SHEET
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Pavement. Rectangular valve box with ciat

| . TEE FOR DOUBLE
<~ STANDARD VALVE BOX

‘ | EMITTER.
} COMPRESSION FITTING.

MULTI-OUTLET EMITTER OR TRANSFER.

~——— JUMBO VALVE BOX LATERAL TEE OR ELL

MAIN LINE PIPE & FITTINGS SCH 80 T.0.E. NIPPLE (2)

I
k _ MAIN LINE PIPE & FITTINGS LATERAL PIPE

Threaded ball valve. (See locking lid. Michael Arnone + o F
ini irrigation legend for make LANDSCAPE ARCHITECTURE
EXIEND CONCRETE PAD REDUCED PRESSURE BACKFLOW Finished grade. and model),
12” BEYOND BACKFLOW AT .
v SALVANIZED NIPPLES Sch. 80 PVC male adapter. Pavement. mike@arnonelandscape.com  831.462.4988
12" N = AND ELL AS REQUIRED.
© Finished grade.
_ 5 2 N\
©
= 9 g o .2 =S i a
. o c
Slot = GALVANIZED RISERS. e s EE <
W|wo S s c © N
o0 3 =1
- e - - =] .
Gote /? T - 40 g ar :rﬂ:m: o '§ - _ Sch. 40 PVC 45° elbow. Iﬂﬂ Sch. 80 PVC union SxS. O
° PR . -7 < ‘. 7:7:\7 - =
K_ 4" THICK CONCRETE f, 5 Four (4) 4" x 8" bricks. Sch. 80 PVC nipple TxS. m Q <
PAD. il —
GALVANIZED ELL AND Non-pressurized line (lateral line). 0 l\ H j | 5 Mainline. m <
CONCRETE THRUST BLOCKS, NIPPLE. BN ) RS Z
SERVICE 9@ LBS. OF CONCRETE EACH SLIP/THREAD ADAPTER — N¥ I O
/_ AS REQUIRED. et bural o votage Three inch (3") thick layer m
- of pea gravel or approved J m
(; control wires. Detectable locator tape. Notes: equal. — O
/ NOTES: %" welded wire mesh. >
XélNPE%\l’NE’LASI\%E 1- See irrigation legend for mainline and lateral line pipe size and type. 1- Locate valve boxes in planting areas. m m
—
2- Direct burial control wires shall be installed in Sch. 40 PVC electrical conduit if required. L o 2- Wrap valve box with a minimum of 3 mil thick plastic and secure it using duct tape or electrical tape. Z I
Pressurized line (mainline). J
3- 2-wire irrigation wire shall be installed in Sch. 40 PVC electrical conduit. 3- All threaded connection to be made using teflon tape. O I <
4- Detectable locator tape shall be located six inches (6") above the entire mainline run. 4- All changes in elevation shall be made using Sch. 40 PVC 45° elbows. w —
.. > O
REDUCED PRESSURE BACKFLOW 5 IRRIGATION TRENCHING PN SURCE FREETO va 3 BALL VALVE - 3" AND SMALLER PN SoURCE PREE 10 vBe - =>
n
11/2"=1-0" FX-IR-FX-BACK-04 11/2"=1-0" FX-IR-FX-AUXEQ-08 11/2"=1"-0" FX-IR-FX-SHUT-01 < : I
E w —
‘ 3 > L
gy b EMITTER OR BUBBLER ON TYPICAL %" h
d; /] %" DRIP STAKE. DRIP TUBING. <
ik ) O Z
(] e RN ;
FINISH GRADE - »‘W‘W‘N@WN COMPRESSION w
18-24" COILED WIRE 18-24" COILED WIRE ¥ FITTING: w ° w
W W PLANT GRAPHIC
WATERPROOF CONNECTORS (2) WATERPROOF CONNECTORS (2) DRIPLINE EDGE. (’Q‘f Z * m
MODEL PROS-06-PRS40-CV - T - @ ~— — q
REMOTE CONTROL VALVE DRIP ZONE KIT WITH 'CV' OPTION INSTALLED m
/ MODEL PGV-101A R / N MODEL ICZ-101-XX WITH w
S ik WITH FLOW CONTROL FILTER (TIP 45 DEGREES) | — E
o REGULATOR 25 OR 40 PSI SCH 80 NIPPLE ‘ m
- FINISH GRADE
FINISH GRADE TRANSFER BARB O

TYPICAL 1/2" DRIP TUBING STAKE.

57 q4e—— BRICK SUPPORTS (4) o i } ‘ TYPICAL 1/4" DISTRIBUTION TUBING, 48" MAX. LENGTH.
SOOI SEGES SO E SIS ~— BRICK SUPPORTS (4) TYPICAL 1/4" TUBE STAKE WITH EMITTER OR CAP.
T NOTE: ) )
< LK \ >4 3 o 1. PLACE EMITTERS % BETWEEN THE TRUNK AND OUTTER DRIPLINE. © Michael Arnone Landscape Architect - 2020

" " 2. EVENLY SPACE EMITTERS AROUND PLANT. THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED

3/4" MINUS WASHED GRAVEL 3/4" MINUS WASHED GRAVEL 1/2" MARLEX STREET ELLS (3) 3. STAKE THE DRIP TUBING AT EACH TEE, ELL, COUPLER, AT FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
EACH EMITTER OR TRANSFER, AND AT 6'-0" MAX O.C. CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL
ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT

SCH80 T.0.E. NIPPLE RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE
USE BUBBLERS FOR TREES AS NOTED IN LEGEND; USE TUBING FOR ALL SHRUBS REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE

EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
TO THE LANDSCAPE ARCHITECT.

2)_PGY ANGLE VALVE WITH FLOW CONTROL =)_/CZ-101 DRIP CONTROL ZONE 5 )_PROS-06-PRS40-GV MP ROTATOR SPRINKLER 2 _TYPICAL DRIP TUBING o AL ASoUE eSmON STy FOR CoPLANGE
11/2" = 1-0" FX-IR-HUNT-VALV-01 11/2"=1-0" FX-IR-HUNT-DRIP-18 3"=1-0" FX-IR-HUNT-SPRA-78 11/2"=1-0" FX-IR-FX-DRIP-01 ﬁ";},‘:,g‘;#f ﬁii“g?gm;gggi’;ﬁf iﬁgﬂlﬁihﬁws AND

NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN
IRRIGATION NOTES PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE

i i i H H ARCHITECTURE ASSUMES NO LIABILITY FOR THE
1. Contractor shall not_lfy U.S.A. ( Underground Service A_Ie_rt) at 811, prior to st_art of any excavation or trenchl_ng. ACGURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
2. Contractor shall review all plans and documents pertaining to the project prior to the start of work to coordinate LINES OR PROPERTY CORNERS.
work with other trades. Contractor shall install irrigation system in accordance with all local codes and ordinances.
3. Water service for irrigation will be taken from the new landscape irrigation meter. Verify location of meter in field REVISIONS
{o} prior to start of work. Contractor shall tee off the service line and install the mainline, remote control valves, drip
INTERIOR OR valve assemblies, quick coupler valves, pop up heads, bubblers, and drip tubing as shown.
- o) Contractor shall install a manual shutoff valve at location shown for maintenance and repair.
EXTERIOR WALL . . i . . MICHAEL A.
1 / Overhead spray valves have been designed to operate at a maximum of 10 gallons per minute at 40 p. s. i.. Drip ARNONE
152 MINIMUM CLEARANCE y ° valves have been designed to operate at a maximum of 5 gallons per minute at 20 p. s. i.. Bubbler valves have been
= - FOR DOOR OPENING

S~ SHRUB designed to operate at a maximum of 8 gallon per minute at 30 p.s.i.. Irrigation contractor shall verify a static

7

[ele)
ok~

pressure of at least 75 p.s.i. at the point of connection prior to the installation of the irrigation system. Should the (E;‘;-,gi‘,‘;)

‘@’% @ p.s.i. or the g.p.m. be insufficient to operate either system, contractor shall notify landscape architect and request

s . MODEL ACC-1200 T . A . : .

’ () C It FINISHED GRADE review of design. Extra stations are available on both of the controllers if needed.

: 6. Contractor shall install a wall mount controller to be located at a power source to be provided. Controller is located

SOIL CLIK CABLE TO . - g . - -

CONTROLLER on the east side of the community building. Contractor shall verify location of power and coordinate the general
contractor and owner for final location. All electrical connections for the controller shall be installed by a licensed
electrical contractor. All work shall comply with the most current standards and codes at the time of installation.

%%#ACLLL'E(DSE??OOOE OF 7. The Wire_less s_ol_ar sync rain_ sensors should be mounte(_i as per manufacturer's instruct!ons on_the eave of thf—; |RR|GAT|0N

ROOT DEPTH community building. The soil moisture sensors shall be installed as per manufacturer's instructions in a planting

8 area adjacent to the irrigation mainline. DETA'LS
N ROOT DEPTH L. L . - . . .
e 8. Irrigation design is diagrammatic. Mainline, valves, laterals and other irrigation equipment may be shown outside of
S planting beds for graphic clarity. All irrigation equipment shall be located in adjacent planting beds. & NOTES
9. Irrigation pipe depths: Mainlines under paving shall have 24" cover over pipes. Lateral lines under paving shall have
18" cover over pipes. Sleeves shall be located as per plan. Mainlines in planting beds shall have 12" of cover over
J BOX INSIDE CONTROLLER EXPOSED TO UNOBSTRUCTED RAINFALL, BUT NOT IN PATH OF SPRINKLER . . . " .
CONNECT PER LOCAL CODE SPRAY, NO MORE THAN 1000' FROM RECEIVER UNIT. ROOTS PIpes. La_aterals in planting b(_ads Sh?". have 1 2 cover over pipes. " " JOB NO. 202023
MOUNT RECEIVER UNIT NO FURTHER THAN 6' FROM CONTROLLER. 10. Lateral lines (non pressure lines) sizing guidelines shall be as follows: 3/4" O.D. - 0 to 10 GPM; 1" O.D. - 11 to 15
GPM; 1 1/4" O.D. - 16 to 25 GPM; 1 1/2" O.D. 26 to 30 GPM; 2" 0.D. 31 to 55 GPM. Refer to Irrigation Legend and plan SCALE as noted
sheets for further data.
11. Control wires shall be 14 gauge UF direct burial wire. Use red for control wire and white for common wire. Contractor DRAWN MA SHEET
ACC CONTROLLER WALL MOUNT @ WIRELESS RAIN-CLIK SOIL CLIK SENSOR INSTALLED IN SHRUB AREA shall run one spare common and one spare control wire to each of the end valves. All low voltage wire connections CHECK JC/MA
3"=1-0"

1 shall be made only at remote control boxes. All connections shall be made with a 2' coil of wire for service. L 3 2

ADDITIONAL CONTROL WIRE
CONDUIT, UP TO 2" SIZE. WRC RECEIVER

MODEL WRC

CONTROL WIRE CONDUIT,

SUPPLEMENTAL GROUND WIRE
INSTALL PER ASIC GUIDELINES

Q

NOTE:
3/4" POWER SUPPLY CONDUIT MOUNT SENSOR ON ANY SURFACE WHERE IT WILL BE

Q

8

1" =1-0" FX-IR-HUNT-CONT-05 FX-IR-HUNT-SENS-17 NOT TO SCALE FX-IR-HUNT-SENS-09

Connections shall be made with RainBird 'Snap-Tite' connectors or equal. DATE 10.2.2020
12. Contractor shall determine the number and location of emitters based on the plant counts and actual plant locations

in the field. Contractor shall adjust all drip distribution tubing to effectively irrigate all plant material.
13. Contractor shall provide a minimum of one drip end cap assembly per drip zone for ease of flushing system.

14. All mainline shall be 2" Sch. 40 PVC. All laterals shall be 3" Class 315 PVC unless noted as 1".
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Maximum Applied Water Allowance Calculations for New and Rehabilitated Residential Landscapes

L
.‘ .

Enter value in Pale Blue Cells Michael Arnone + Associates
LANDSCAPE ARCHITECTURE

Tan Cells Show Results

) mike@arnonelandscape.com 831.462.4988
Messages and Warnings ike@ p

CI|Ck on the blue Ce” on I’Ight to P|Ck C|ty Name Morgan Hill Name of Clty Irrigation EffiCiency Default Value for overhead 0.75 and drip 0.81.
ETo of City from Appendix A 49.50 ETo (incheslyear) Plant Water Use Type Plant Factor Q
Very Low 0-0.1
4209 Overhead Landscape Area (ft2) Low 02-03 <
Medium 04-0.6 O
51296 Drip Landscape Area (ft2) High 0.7-1.0 m
SLA 1 ‘o <
0 SLA (ft2) LLI < E
Total Landscape Area 55,505.00 — O m
Results: Select System —l m O
(ETo) x (0.62) x [(0.55 xLA) + (1.0 - 0.55) X SLA)] 936,896.65 Gallons From the Plant Water Use Hydrozone Area  |rrigation >
. Dropdown List Type (s) (low, Plant Factor (HA) (ft2) Without Efficiency Lu Ll_
125,245.28 Cubic Feet Hydrozone click on cell below medium, high) (PF) SLA (IE) (PF x HA (ft2))/IE P 1™
1,252.45 HCF Zone 1 Drip Medium 0.40 13,762 0.81 6,796 O ] -
Zone 2 Overhead Spray Medium 0.40 1,015 0.75 541 m—t <
2.88 Acre-feet Zone 3 Drip Low 0.30 32,947 0.81 12,203 ) > O
0.94 Millions of Gallons Zone 4 Drip Medium 0.40 1,758 0.81 868 |—
MAWA calculation incorporating Effective Precipitation (Optional) Zone 5 0.00 2,829 < Z _i‘
Precipitation (Optional) Zone 6 Overhead Spray High 0.90 3,194 0.75 3,833 O
ETo of City from Appendix A 49.50 ETo (inchesl/year) ; w =|
Total Landscape Area 55,505.00 LA (ft2) 24,241 > - L
. SLA 0 0
S | Land A 0.00 SLA (ft2
pecial Landscape Area (ft2) sum 55.505 O < Z
Total annual precipitiation (inches/year) w ; <
_ S , o Results (D () w
Enter Effective Precipitation 0.00 Eppt (in/yr)(25% of total annual precipitation)
MAWA = 936,897 ETWU= 743,954 Gallons ETWU complies with MAWA Z q. m
99,452 Cubic Feet = < ®)
Results: 995 HCF N W
MAWA = [(ETo - Eppt) x (0.62)] x [(0.55 x LA) + (1.0 - 0.55) x SLA)] - Gallons 2 Acre-feet N T E
1 Millions of Gallons
- Cubic Feet O
- HCF Y
- Acre-feet 0

- Millions of Gallons

© Michael Arnone Landscape Architect - 2020

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE, ISSUED
FOR A ONE-TIME SINGLE USE BY THE OWNER. THE ENTIRE
CONTENTS OF THESE DRAWINGS IS COPYRIGHT © MICHAEL

HYDROZONE MAP LEGEND ARNONE LANDSCAPE ARCHITECT. LANDSCAPE ARCHITECT
RETAINS ALL RIGHTS AND TITLE. NO PART MAY BE
>020-10-.02 1050 REPRODUCED IN ANY FASHION OR MEDIUM WITHOUT THE
SYMBOL DESCRIPTION QTyY ' EXPRESS WRITTEN APPROVAL OF THE LANDSCAPE
- — — ARCHITECT. THE PROPER ELECTRONIC TRANSFER OF DATA
SHALL BE THE USER'S RESPONSIBILITY WITHOUT LIABILITY
[B)'ISIF'?ETENT'ON AREA 13,762 s.f. TO THE LANDSCAPE ARCHITECT.
OWNER SHALL ASSUME RESPONSIBILITY FOR COMPLIANCE

WITH ALL EASEMENTS, SETBACK REQUIREMENTS AND
BUBBLER AT EACH TREE 1,015 s.f. PROPERTY LINES. OWNER SHALL ACQUIRE ALL
NECESSARY PERMITS REQUIRED TO PERFORM WORK
SHOWN ON PLANS. BASE INFORMATION HAS BEEN

PROVIDED BY THE OWNER. MICHAEL ARNONE LANDSCAPE
—— - ARCHITECTURE ASSUMES NO LIABILITY FOR THE
QO DRIP LOW WATER USE 32,947 s f. ACCURACY OF SAID PROPERTY LINE BOUNDARIES, FENCE
AN N LINES OR PROPERTY CORNERS.
Q \\ N \\ SO\
DRIP MODERATE WATER USE 1,758 s.f. REVISIONS
=) NON IRRIGATED BARK CHIP PLAY AREA 2,829 s f. ICHAEL A
= ARNONE
vy TURF GRASS 3,194 sf.
\E TR OVERHEAD SPRAY (Ef:;f;‘l‘:z)
TOTAL LANDSCAPE AREA 55,505 s.f.

HYDROZONE MAP
& WATER USE

CALCULATIONS

o 3 6 90 feet
]_-—- e . JOB NO. 202023
SCALE: 1" = 30'

SCALE 1"=30"-0"

DRAWN MA SHEET
"’ CHECK Jc/mA

DATE 1022020 L=3.3
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